z
PUSH SWITCH

MPS21 SERIES

chlys &K N

SPECIFICATION
Rating: 16A 125/250VAC ,3/4HP 125/250VAC(CUL)
16(4)A 250V~T125/55(ENEC17,NEMKO,CB,CQC)
10(6)A 250V~T125/55(5E4)(ENEC17,NEMKO,CB,CQC)
INITIAL CONTACT RESISTANCE:20mQ Max
OPERATION FORCE:300+200gf
INSULATION RESISTANCE:100mQ MIN 500VDC
WITHSTAND VOLTAGE:1500VAC FOR 1MINUTE
ENDURANCE:10,000CYCLES

Qi’ SWITCH CIRCUIT
N TOS
TERMINAL TYPE [EEN o
Q | QUICK CONNECTOR Tab6.3X0.8
WHEN THE SWITCH IS ON THE "ON" . !
STATE, DIMENSION A IS 4mm, AND F THE <<
“OFF" STATE, DIMENSION A IS 7.8mm )
CURRENT alim
CIRCUIT 2l | w11 5
S |SINGLE POLE - s
D | DOUBLE POLE
PANEL CUTOUT DIMENSION:
17.4791 03 s
MPS21 SERIES ORDERING SYSTEM
MPS21 - B||B| A| Q] [M||S|-|L||0|[|1|-|R
MODEL NO.
COLOR OF FUNCTION RoHS DIRECTIVE
ACTUATOR & HOUSING | [ACTUATOR TYPE M [MOMENTARY LIGHT COLOR y—
W] WHTE [B[BLACK | [A| [ | NONE 2| RED R |DIRECTIVE
N | BROWN NONE NONE
CURRENT
B D) D CIRCUIT
S |SINGLE POLE
D | DOUBLE POLE
LAMP TYPE RESISTOR
TERMINAL TYPE L |WITH LAMP 2 | 200KQ
NONE NONE

Q

QUICK CONNECTOR Tab6.3X0.8




