
PANEL CUTOUT
THICKNESS:8.0mm[.315](Max.)

 NUT 

Specifications
1.Rating 2A/36VDC.
2.Electrical Life 200,000 Make-And-Break Cycles 

At Full Load.
3.Mechanical Life 1,000,000 Cycles.
4.Insulation Resistance 1,000M  Min. at 500VDC.
5.Dielectric Strength 2,000V RMS@sea level.
6.Contact Resistance 50 m Max.
7.Operation Temperature -20 ~+70 .
8.Travel About 2.0mm±0.20mm
9.Operation Pressure 4.5N±1.5N.
10.Ingress Protection IP67.
11.Torque 11.5 kgf cm.
12.Current limiting resistor is required to limit 

LED forward current to 20mA.
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MPB16-0309

  Aluminum alloy.

MATERIAL
Bushing  Aluminum alloy.
Base PBT(UL-94V0).
Actuator PC(Translucent UL-94V2).
Cap
Spring Steel.
Sealing Sillicone(Translucent).
O-ring Sillicone(Translucent).
Nut Brass(Nickel Plated).
Terminal Brass,Gold flash plated.
Contact Silver alloy.
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Metal push button switch 16
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Accessories

Resistance
(About LED Voltage)

0 Without Resistance

3V LED input 3 VDC,47

6V LED input 6 VDC,180

12V LED input 12 VDC,470
24V LED input 24 VDC,1000

Terminal plating
R Gold Flash

Terminal shape
J Solder terminal

T1 Wire length 500mm

LED color
1 White

3 Red

6 Green

7 Blue

5 Yellow

Button type
R Round

Light type

Body type & color

CA AL alloy
Natural Anodized

AL alloy
Black AnodizedCB

RingE

Red/Yellow led type only

ohms value of resistance  
     tolerance: ±5%
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