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gg g%ﬁg% A1501 SERIES 1.50mm pitch wire to board and wire to wire connector

Specifications

Current rating:1A AC,DC

Voltage rating:100V AC,DC
Temperature range:-40°C~+105°C
Contact resistance:20m()Max.
Insulation resistance:500M ()Min.
Withstanding voltage:500V AC/minute
*Compliant with RoHS and REACH*
*Meet the HF/Halogen Free,need to
customize*

*Contact CJT for details*

Standards
o W
E326732 E326732
& Assembly layout

9.10 REF %

U —
3.60
3.70
-
(
5.80 REF

2.00

1.90

0.80

0.80

wire to wire 6.20 REF

3.70 DIP TYPE

% % 7.50 REF 7.50 REF

B ﬁ:_) Etﬁ:

6.50 REF
C
3.80

3.80

“ 2 7 /69
) SMT TYPE
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E. - %?é?g‘? A1501 SERIES 1.50mm pitch wire to board and wire to wire connector
== == = = _

( A150 1 T )—1 50mm pitch Crimp Terminal

Reference Informations:
*Used in CJT A1501H-XP series Housing

0.20
] C+0.25
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N o
(=} N
g Z 3
< H SEC:A-A
e [Te)
) S
T
4 o
] ®
-
[Te] o
(3] o
: E’.I 1.05+0.10
< - E+0.25 ——
[Te]
o
< \_) 0.35
™ [Te]
_ . ] - N
f | ; S
+|
c T ¢ ]
=] S SEC:B-B
o o
+ T
g %
— o
Ordering information & Specifications: Unit:mm
Part NO. Wire Range | Insulation O.D. Material Finish © D E F Qty/reel
A1501-TP AWG#26-#32 | 1.10mm(max) |Phosphor Bronze | Tin over Nickel 1.55 1.60 1.25 1.30 10,000 PCS
A1501-GP AWG#26-#32 | 1.10mm(max) [Phosphor Bronze | Gold over Nickel 1.55 1.60 1.25 1.30 10,000 PCS
A1501-TP-H AWG#24-#30 | 1.50mm(max) [Phosphor Bronze | Tin over Nickel 1.80 1.85 1.25 1.30 15,000 PCS
A1501-GP-H AWGH#24-#30 | 1.50mm(max) | Phosphor Bronze | Gold over Nickel 1.80 1.85 1.25 1.30 15,000 PCS
Optional Gold plating available but MOQ requested
[ A1501_T-A ]—1.50mm pitch Crimp Terminal
Reference Informations:
*Used in CJT A1501HA-XP series Housing 0.15
Q
D 1.8520.25 S
+l
o
=
o [aV)
~
=}
I i
f | —
A L A _
Y=l - SEC:A-A
f 1 o L —
B X\ B S 0.32+0.05
S 8
- a5} T
5 8 3
S b 1.25+0.25 g
3 =} ™
L L~ (3] —
1.14+0.10 0.90
SEC:B-B
Ordering information & Specifications: Unit:mm
Part NO. Wire Range Insulation O.D. Material Finish Qty/reel
A1501-TP-A AWG#24-#28 1.28mm(max) Phosphor Bronze Tin over Nickel 10,000 PCS
A1501-GP-A AWG#24-#28 1.28mm(max) Phosphor Bronze Gold over Nickel 10,000 PCS

Optional Gold plating available but MOQ requested
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E E Eg % Hil]]] A1501 SERIES 1.50mm pitch wire to board and wire to wire connector
= == = a5&

( A150 1 T B )—1 50mm pitch Crimp Terminal

Reference Informations:
*Used in CJT A1501HB-XP series Housing

5.30+0.25
0.15 Q
1.80+0.25 f
o
@©
D -
o
~
o
[ (I : SEC:A-A
A
= 3 [
E I 8
B g 8 o ¢
° S g / 1.20+0.25 3
él —
~
N
0.92+0.10
1.15+0.10 SEC:B-B
Ordering information & Specifications: Unit:mm
Part NO. Wire Range Insulation O.D. Material Finish Qty/reel
A1501-TP-B AWGH#28-#32 1.10mm(max) Phosphor Bronze Tin over Nickel 10,000 PCS
A1501-GP-B AWG#28-#32 1.10mm(max) Phosphor Bronze Gold over Nickel 10,000 PCS
Optional Gold plating available but MOQ requested
[ A150 1 M _T ]—1.50mm pitch Crimp Terminal
Reference Informations:
*Used in CJT A1501HM-XP series Housing
0.15 o
=
K
1.50+0.10 2
-
% SEC: A-A
& 3
s & S p K
8 o < 1.100.10 =
IS) i i
~ & 8 o -
N - N
[=}
+l
&
o SEC: B-B
0.50+0.10
Ordering information & Specifications: Unit:mm
Part NO. Wire Range Insulation O.D. Material Finish Qty/reel
A1501M-TP AWG#28-#32 0.90mm(max) Phosphor Bronze Tin over Nickel 15,000 PCS
A1501M-GP AWG#28-#32 0.90mm(max) Phosphor Bronze Gold over Nickel 15,000 PCS

Optional Gold plating available but MOQ requested
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i A1501 SERIES 1.50mm pitch wire to board and wire to wire connector

[ A150 1 H 'X P )—1.50mm pitch Housing

Reference Informations:

*Material:Nylon 66,UL94V-0

*Suitable CJT A1501-T(H) series Terminal
*Mates with CIJT A1501HM-XP series Housing

|

and A1501WV,WR,WV-S,WR-S-XP series Wafer Ordering Information:
*Color:White A1501H-XP - ***
1 2
1.Part No.
/— Circuit 1 2.Material:
(Blank):Nylon 66,UL94V-0
— GWT:Nylon 66,UL94V-0 GWT 750°C
M1 17 M1 [mm g 11
[ L L] [ ] [

|V N R N R W R W R N
1 r

1.500.10
A+0.20 Ordering Information & Dimensions:
Dimensions

oo PART NO. - =

+0. 3.4040.25 2P 1.50 450

3p 3.00 6.00

e — ap 450 7.50
—] | I W 5P 6.00 9.00
. 6P 7.50 10.50
S 7P 9.00 12.00
|| | g 8P 10.50 13.50
— = < op 12.00 15.00
10P 13.50 16.50
_ 11P 15.00 18.00
12P 16.50 19.50
2.65£0.25 13P 18.00 21.00
15p 21.00 24.00

Unit: mm

[ A150 1 HA-X P ]—1.50mm pitch Housing

Reference Informations:

*Material:PBT,UL94V-0

*Suitable CJT A1501-T-A series Terminal

*Mates with CJT A1501WVA-S,WRA-S-XP series Wafer
*Color:Beige

Ordering Information:
A1501HA-XP - ***

C+0.25 1 >
A+0.20 1.Part No.
2.Material:
1.50+0.10 (Blank):PBT,UL94V-0

GWT:PBT,UL94V-0 GWT 750°C

o
N
S
+l
o
-
Circuit 1 =
treul 4.42+0.20 Ordering Information & Dimensions:
B+0.25 Dimensions
2.85+0.20 PART NO.
o A B ©
- 2P 1.50 4.25 7.30
0 3P 3.00 5.75 8.80
S 4P 4.50 7.25 10.30
3 5P 6.00 8.75 11.80
l J [ J © 6P 7.50 1025 | 13.30
| W — dU | 7P 9.00 11.75 14.80
8P 10.50 13.25 16.30
9P 12.00 14.75 17.80
10P 13.50 16.25 19.30
11P 15.00 17.75 20.80
12P 16.50 19.25 22.30
13P 18.00 20.75 23.80
— —
14P 19.50 22.25 25.30
2P.3P 4P 5P 6P~ 15P 15P 21.00 23.75 26._80
Unit: mm
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ﬂ”

MMM

e . A1501 SERIES 1.50mm pitch wire to board and wire to wire connector

[ A1501 H B XP )—1 50mm pitch Housing

Reference Informations:
*Material:Nylon 66,UL94V-0

(1]]]]]

*Suitable CJT A1501-T-B series Terminal Ordering Information:
*Mates with CJT A1501WRB-S-XP series Wafer A1501HB-XP - =
*Color:Black 1 2

1.Part No.

2.Material:

(Blank):Nylon 66,UL94V-0
A£0.20 GWT:Nylon 66,UL94V-0 GWT 750°C
1.500.10

oo

1.92
B+0.25
1.19 Ordering Information & Dimensions:
PART NO. Dimensions
vZ A B ©
v 2P 1.50 6.95 5.55
IS 3P 3.00 8.45 7.05
gl 8 4P 4.50 9.95 8.55
g © 5P 6.00 11.45 10.05
© 6P 7.50 12.95 11.55
E E 7P 9.00 14.45 13.05
8P 10.50 15.95 14.55
0.99 9P 12.00 17.45 16.05
C+0.20 | — 10P 13.50 18.95 17.55
11P 15.00 20.45 19.05
12P 16.50 21.95 20.55
Unit: mm
[ A1501HM-XP }—150mm pch Housin
Reference Informations:
*Material:Nylon 66,UL94V-0
*Suitable CJT A1501M-T series Terminal
*Mates with CIJT A1501H-XP series Housing Ordering Information:
*Color:White A1501HM-XP - ***
1 2
1.Part No.
2.Material:

(Blank):Nylon 66,UL94V-0
GWT:Nylon 66,UL94V-0 GWT 750°C

0 O O

\

1.50+0.10 \_
Circuit 1

A+0.20
B+0.25 3.60£0.25
Ordering Information & Dimensions:
Dimensions
- PART NO. x S
S 2P 1.50 5.55
|:| |:| S 3P 3.00 7.05
Mow 4P 4.50 8.55
ul 3 5P 6.00 10.05
§ 6P 7.50 11.55
o 7P 9.00 13.05
8P 10.50 14.55
9P 12.00 16.05
10P 13.50 17.55
11P 15.00 19.05
= =5 2 B F : : 12P 16.50 20.55
2.80+0.20 13P 18.00 22.05
Unit: mm
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i A1501 SERIES 1.50mm pitch wire to board and wire to wire connector

[ AL50TWNV-XP )——somm i 160 vt

Reference Informations: Ordering |ﬂf0fmiti0r1;*
*Material:Pin:Brass/Tin over Nickel AL501WV-XP - ** - =%

|

Insulator:Nylon 66,UL94V-0 1.Part ,\%O. 2 3
*Mates with CJT A1501H-XP series Housing 2.Color:
*Color:lvory (blank):lvory
WH:White
Circuit 1—\ 3.Material:
\ (Blank):Nylon 66,UL94V-0
\ GWT:Nylon 66,UL94V-0 GWT 750°C
! . !
o 9 D o o B 1.5040.05
N A AN A
1.50£0.10 Y VYWY
74020 20.70+0.03
P.C.BLAYOUT Ordering Information & Dimensions:
B0.25 3.50£0.25 PART NO. __Dmensions
2P 1.50 4.50
3P 3.00 6.00
]J . AP 4.50 7.50
g 5P 6.00 9.00
|:| |:| & 6P 7.50 10.50
g 7P 9.00 12.00
8P 10.50 13.50
9P 12.00 15.00
“ I] 8 10P 13.50 16.50
2 11P 15.00 18.00
§ 12P 16.50 19.50
13P 18.00 21.00
_._M 15P 21.00 24.00
Unit: mm

[Also lWR-X P]—l.SOmm pitch 90° Wafer

Reference Informations: Ordering Information:
*Material:Pin:Brass/Tin over Nickel A1501IWR-XP - ** - **x
Insulator:Nylon 66,UL94V-0 1 2 3
*Mates with CIT A1501H-XP series Housing 1.part No.
*Color: Ivory 2'%?;?:“( Ivory
White:White
£0.50 3.Material:
n (Blank):Nylon 66,UL94V-0
GWT:Nylon 66,UL94V-0 GWT 750°C
[ = - 1.50+0.05
72 Y N N Y N N AN f{-\ A-\
T A4 A7 V AN 74 A4 \( T \ \J \I/ \,IJ
1.50+0.10 \—Circuit 1 -0.70:0.03 Ordering Information & Dimensions:
A+0.20 P.C.B LAYOUT PART NO. - Dimensions -
2P 1.50 4.50
B0.25 3.70+0.25 30 3.00 6.00
= R 4P 4.50 7.50
5P 6.00 9.00
6P 7.50 10.50
0 \.[]J 0 7P 9.00 12.00
|:| |:| 9 8 S 8P 10.50 13.50
= g 8 9P 12.00 15.00
8 P < 10P 13.50 16.50
© |:I 11P 15.00 18.00
\ 12P 16.50 19.50
13P 18.00 21.00
2.80+0.20 15P 21.00 24.00
Unit: mm
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A1501 SERIES 1.50mm pitch wire to board and wire to wire connector

65\150 1WV-S- XFj—l 50mm pitch 180° Wafer-SMT TYPE

Ordering Information:
A1501WV-S-XP - ***

Reference Informations:

*Material:Pin:Brass/Tin over Nickel - 1 7
Solder Tabs:Brass/Gold over Nickel 1.Part No.
Insulator:Nylon 6T,UL94V-0 2.Material:
Cap:Nylon 6T,UL94V-0 (Blank):Nylon 6T,UL94V-0
*Mates with CJT A1501H-XP series Housing GWT:Nylon 6T,UL94V-0 GWT 750°C
*Color:lvory
0| o 1.50+0.15
|
gl e 1.30£0.15
al & =21
ol 0.70+0.15 -
| 9
bO—6-0—6-6—0¢ 7 s
‘A . . . .
1.50+0.10 Ordering Information & Dimensions:
1.50£0.10 _ :
A+0.20 A+0.20 PART NO. B Dimensions =
P.C.B LAYOUT 2P 1.50 6.00
3P 3.00 7.50
B+0.25 3.70+0.25 4P 4.50 9.00
5P 6.00 10.50
6P 7.50 12.00
o 7P 9.00 13.50
g 8P 10.50 15.00
& 9P 12.00 16.50
3 10P 13.50 18.00
5 11P 15.00 19.50
12P 16.50 21.00
0.50 PIN, Circuit 1 1.50£0.20 ol 18.00 22130
Unit: mm
IAL501WR-S-X P 5omm pich s0° waterswT TP
Reference Informations: Ordering Information:
*Material:Pin:Brass/Tin over Nickel A1501WR-S-XP - =
Solder Tabs:Brass/Gold over Nickel ip tNl 2
Insulator:Nylon 6T,UL94V-0 5 Me;rterigi-
*Mates with CJT A1501H-XP series Housing (Blank):Nylon 6T,UL94V-0
*Color:lvory GWT:Nylon 6T,UL94V-0 GWT 750°C
A$0.20 1.40+0.10 1.10+0.10
1.50+0.10 #0.50 7 A20.10
1 L _
i i i 1.50+0.05 o
—| i i i |_ o V' " g
¢ £
i K
0 E
|:| |:| i v S . . . .
of Ordering Information & Dimensions:
0.70+0.05 %: ST Dimensions
2 A B
P.C.B LAYOUT N 2P 1.50 6.00
3P 3.00 7.50
B+0.25 5.00+0.25 4P 4.50 9.00
5P 6.00 10.50
6P 7.50 12.00
b6 66 6o g 050 e 200 1250
A —
T S T 8P 10.50 15.00
I\ § ™ 9P 12.00 16.50
— 10P 13.50 18.00
K Circuit 1 11P 15.00 19.50
ircuit 6.00+0.25 12P 16.50 21.00
13P 18.00 22.50
Unit: mm
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[AL50LWR-S-XP-A)————150mmpich o0 vaer e ST TvPE

Ordering Information:
A1501WR-S-XP-A - ***

Reference Informations:
*Material:Pin:Brass/Tin over Nickel

. 1 2
Solder Tabs:Brass/Gold over Nickel 1.Part No.
Insulator:Nylon 6T,UL94V-0 2 Material:
*Mates with CIJT A1501H-XP series Housing (Blank):Nylon 6T,UL94V-0
*Color:lvory GWT:Nylon 6T,UL94V-0 GWT 750°C
A+0.10 1.40+0.10
1.50+0.05 ) 1.10+0.10

1 i
é
ﬂm DE |
RO

S
D z
o @
20.70£0.05 % -
B40.25 P.C.B LAYOUT § Ordering Information & Dimensions:
Dimensions
PART NO. = =
5.00+0.25 2P 1.50 6.00
3p 3.00 7.50
ap 450 9.00
Q 5p 6.00 10.50
a ol = ]\ 6P 7.50 12.00
| | § 7P 9.00 13.50
rer— 8P 10.50 15.00
U U UJ UJ | U “ E%_I 9P 12.00 16.50
y U\ hal 10P 13.50 18.00
1.500.10 \_ 11P 15.00 19.50
Circuit 1/ PIN ¢0.50 2.00:0.25 12P 16.50 21.00
Ax0.25 13P 18.00 22.50
Unit: mm
66\ 1501WVA-S-X Fj—l.SOmm pitch 180° Wafer-SMT TYPE
Reference Informations:
*Material:Pin:Phosphor Bronze/Tin over Nickel Ordering Information: A+0.10
Solder Tabs: Brass/Tin over Nickel %\{A'S'XP ) % 1.7040.05 8
Insulator:LCP,UL94V-0 2 o
*Mates with CIT A1501HA-XP series Housing éjfﬂfet'igi: | 1502005 0.80 S 2
*Color:Ivory (blank):LCP,UL94V-0 N Y3
GWT:LCP,UL94V-0 GWT 750°C % % e
C0.30 27 =) 7
KAPTON TAPE —C20.30 % - %
O I—— ) 1.80+0.05
[7e] {7
2 S %, P.C.B LAYOUT
8
G
9 g Ordering Information & Dimensions:
ﬁ Y 1.50+0.10 0.25 3 e Dimensions
o A%0.20 : A B c
2P~7P 2P 1.50 7.30 6.10
8P~15pP KAPTON TAPE FIGURE ES = S —=
KAPTON TAPE FIGURE ap 2.50 10.30 9.10
5P 6.00 11.80 10.60
B20.25 ) 6P 7.50 13.30 12.10
040 7P 9.00 14.80 13.60
8P 10.50 16.30 5.00
o i oP 12.00 17.80 5.00
o I 10P 13.50 19.30 5.00
x 11P 15.00 20.80 5.00
N LH 12P 16.50 22.30 5.00
13P 18.00 23.80 5.00
Cireuit 1—/ 6P 15 14P 19.50 25.30 5.00
2 —2C 15P 21.00 26.80 5.00
Unit: mm
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y B . . . .
gg‘gggé% A1501 SERIES 1.50mm pitch wire to board and wire to wire connector
= Gy &S EE SN

|

@\150 1TWRA-S-X Fy—l.SOmm pitch 90° Wafer-SMT TYPE

Reference Informations: Ordering Information:

*Material:Pin:Phosphor Bronze/Tin over Nickel AI501WRA-S-XP - #** A%0.10 0
Solder Tabs: Brass/Tin over Nickel 1 2 1.70+0.05 =
Insulator:LCP,UL94V-0 ;-l;lartt N'Oi  1.50:0.05 050 § S

*Mates with CJT A1501HA-XP series Housin Material: : — o o

*C;tgrs_l ot CITALS0 Series Housing (Blank):LCP,UL94V-0 | ] o I 1 I

vory GWT:LCP,UL94V-0 GWT 750°C % o
- pannganuuang
7 7/
17 7
% %
1.80+0.
A%0.20 80+0.05
P.C.B LAYOUT
1.50£0.10 025 |
With KAPTON TAPE . i . .
O O O I 1001 Ordering Information & Dimensions:
T T T T T T T T T T T
Dimensions
PART NO. A 5
== == 2P 1.50 7.30
[nmty7e ~— Dty 3P 3.00 8.80
4P 4.50 10.30
6P~15P 2P—-5P 5P 6.00 11.80
6P 7.50 13.30
e 9.00 14.80
B20.25 8P 10.50 16.30
9P 12.00 17.80
5 . 10P 13.50 19.30
S 11P 15.00 20.80
§ 12P 16.50 22.30
i= © . 13P 18.00 23.80
14P 19.50 25.30
7.2540.25 1.05 15P 21.00 26.80
’ Unit: mm
[A1501WRB-S-XP)——1 5omm pich 50° water-smr v

Reference Informations:

*Material:Pin:Brass/Tin over Nickel
Insulator:Nylon 9T,UL94V-0

*Mates with CJT A1501HB-XP series Housing

*Color:lvory Ordering Information:

A1501WRB-S-XP - ***
1 2
1.Part No.
—"—'LZS 1.68 2.Material:
7 (Blank):Nylon 9T,UL94V-0
m Iﬂ Iﬂ Iﬂ Ii Ii II m é GWT:Nylon 9T,UL94V-0 GWT 750°C
A
o
‘ ‘ 1.50 S
B+0.25 ] L
: ' 7 A_1
0.60
P.C.B LAYOUT
0.40 i . ) o
‘P— Ordering Information & Dimensions:
Dimensions
“ l PART NO. A B
A S 2P 1.50 6.75
+|
o 0O IS 3P 3.00 8.25
S| o 4P 4.50 9.75
4 5p 6.00 11.25
\ G M 1
1.50+0.10 - . .
Cireuit 1 2.00+0.25 8P 10.50 15.75
A+0.20 9P 12.00 17.25
10P 13.50 18.75
11P 15.00 20.25
12P 16.50 21.75
Unit: mm
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2 Il A1501 SERIES 1.50mm pitch wire to board and wire to wire connector
][] ]

55\150 1WVD-S-X Fj—1.50mm pitch 180° Wafer-SMT TYPE

Ordering Information:
A1501WVD-S-XP - ***

Reference Informations:

*Material:Pin:Phosphor Bronze/Tin over Nickel BT
Insulator:LCP,UL94V-0 1.Part No.
*Color:Beige 2.Material:

(Blank):LCP,UL94V-0
GWT:LCP,UL94V-0 GWT 750°C

A$0.10 8
o
 1.50+0.05| &
A%0.20 | N
1.50+0.10 A0 0 9 7 °
I
U U YU Y a
=]in] .
o <
m (—a—0 0 00 | 2 \ \ Ordering Information & Dimensions:
-— & Dimensions
|_| |_| |_| |_| | | PART NO. A 5
T 1.80£0.05 .70+0.
0.30 = L.70005 2P 1.50 7.50
P.C.B LAYOUT o 200 2400
—_— 4p 4.50 10.50
5P 6.00 12.00
B+0.25 1.20 5.80+0.25 6P 7.50 13.50
7P 9.00 15.00
8P 10.50 16.50
A\
L 9P 12.00 18.00
o 10P 13.50 19.50
S 11P 15.00 21.00
° 3 12P 16.50 22.50
2 ~ 13P 18.00 24.00
14P 19.50 25.50
15P 21.00 27.00
16P 22.50 28.50
Unit: mm

@\150 1TWRD-S-X |3]—1.50mm pitch 90° Wafer-SMT TYPE

Ordering Information:
A1501WVD-S-XP - ***

Reference Informations:
*Material:Pin:Phosphor Bronze/Tin over Nickel

Insulator:LCP,UL94V-0 1.Part Nol 2
. [Te} . .
*Color:Beige A+0.10 g 2.Material:
150+005| & (Blank):LCP,UL94V-0
i & GWT:LCP,UL94V-0 GWT 750°C
AU A 7
A+0.20 g g
1.500.10 % R7R7R7 %
0.80+0.05
o
=
p _
=1 g 3
] (=
© &
l_ ® . . . .
RN\ of Ordering Information & Dimensions:
1.80+0.05 1.70+0.05 PART NO. = CITEISEIE B
P.C.B LAYOUT 2P 1.50 7.50
3P 3.00 9.00
B+0.25
5 80+0.25 4P 4.50 10.50
5P 6.00 12.00
6P 7.50 13.50
7P 9.00 15.00
o 8P 10.50 16.50
g 9P 12.00 18.00
§ 10P 13.50 19.50
~ 11P 15.00 21.00
12P 16.50 22.50
13P 18.00 24.00
14P 19.50 25.50
0.30 0.50 ° 15P 21.00 27.00
9 16P 22.50 28.50
Unit: mm
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